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                                                          Spec No.：A101-202211015-1

   Specification For Approval

客户Customer：                       
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产品名称Product Name：             直流无刷风扇 DC Brushless Fan 
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型号Model No.：                             LTB1232H1S
产品品号Product Number：                               
制定日期Issue Date：                         2022-11-12


           
	客户确认签名栏Customer Confirmation Signature

	


感谢您选择我公司产品，如果确认符合贵司要求，劳烦将首页签章回传到我公司。
Thanks for your interest in our products. Please sign and return this page to us after confirming your approval.
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1、范围Scope：

此份规格书定义了直流无刷风扇电气及机械的特性，风扇是单相四极马达。

This Specification Defines The Electrical And Mechanical Characteristics Of The DC Brushless Fan. The Fan Motor Is With Single Phases And Four Poles.

2、总体描述General Description：

	序号No.
	项目Item
	规格Specification
	单位Unit

	2.1
	尺寸Dimensions
	120*120*32
	mm

	2.2
	额定电压Rated Voltage
	12
	VDC

	2.3
	工作电压Operating Voltage
	6~13.5
	VDC

	2.4
	起动电压Start-up Voltage
	6
	VDC

	2.5
	输入电流Input Current
	0.67(Max.1.0)
	A

	2.6
	标签电流Label Current
	0.30
	A

	2.7
	输入功率Input Power
	8.04(Max.12)
	W

	2.8
	转速Speed
	3000±10%
	RPM

	2.9
	最大风量(零静压时)Max. Air Flow(At Zero Static Pressure)
	28.09
	CFM

	2.10
	最大风压（零风量时）Max. Air Pressure(At Zero Air Flow)
	28.27
	mmH2O

	2.11
	噪声Acoustical Noise
	54.6
	dB(A)

	2.12
	预期寿命Life Expectancy
	30000
	Hours/40℃

	2.13
	产品重量Net Weight
	200
	Gram

	2.14
	环保要求  Environmental  Compliance 
	NO
	/


	3.1
	■
	自动重新起动  Auto Restart

	3.2
	□
	缓起动  Soft Start

	3.3
	■
	方波输出  Tachometer Output

	3.4
	□
	报警输出  Lock Rotor Alarm

	3.5
	□
	脉冲宽度控制 PWM Control

	3.6
	□
	IP等级    IP Grade 68


3、功能 Function
4、机械特性Mechanical Characteristics
	4.1
	外形尺寸Dimensions
	See Dimensions Drawing

	4.2
	外框Frame
	■Plastic of PBT          □ Die-cast  Aluminum  Alloy

	4.3
	扇叶Impeller
	Plastic of PBT

	4.4
	轴承Bearing
	□Ball Bearing                   ■ Sleeve Bearing

	4.5
	端子Connector
	无端3L300mm UL1007 24AWG

	4.6
	导线Lead Wire
	■红Red (+)   ■黑Black(-)   ■黄Yellow(FG)  □蓝Blue(Pwm)

	4.7
	旋转方向Rotation
	从标签方向看顺时针旋转Clockwise Rotation View From Label Side


5、 电气特性 Electrical characteristics
	5.1
	绝缘阻抗

Insulation Resistance
	框与导线正极端子之间加直流500VDC，最小10MΩ；
Min 10M ohm between frame and positive terminal at 500VDC.

	5.2
	绝缘耐压

Dielectric strength
	框与导线正极端子之间加1500VAC/60Hz，1分钟测定漏电流最大5 mA；
Max. 5 mA between frame and positive terminal at 1500VAC/60Hz for 1 minute.

	5.3
	绝缘类型

Insulated Type
	UL: Class A (105℃)


6、特性曲线Performance Curve 

6.1产品特性依照AMCA210-85标准在双箱里包括风量与风压的测试

The performance including air flow and air pressure measured in Double Chamber is measured according to AMCA210-85 standard

6.2产品在依照规定的转速和进风方向测试，请参考P-Q曲线；

Measurement must according to appointed air flow direction and speed，Please reference to P-Q curve


7、噪音Acoustical Noise 

7.1参照标准 ISO3745如图所示

Refer to ISO3745 as shown below：

7.2测试条件Testing Condition：

风扇悬吊在无响室，在额定电压下麦克风距风扇进风口1米的距离测试值;

Fan is  hanged in anechoic chamber，Noise is measured at rated voltage in anechoic chamber with microphone at a distance of one meter from the air intake ;
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8、环境适应Environmental
8.1运转温度Operating Temperature  -------------------------------------------------------        -10 ～ +70 ℃
8.2储存温度Storage Temperature    -------------------------------------------------------        -40 ～ +80 ℃
8.3运转湿度Operating Humidity      ------------------------------------------------------        35% ～ 85%RH

8.4储存湿度Storage Humidity        ------------------------------------------------------        35% ～ 85%RH

9、平均寿命Life Expectancy
在额定电压，室温40℃，相对湿度15%～65%RH环境中工作时的平均寿命约30000 小时；
Average life is about 50000 hours while fan is operating at rated voltage in room temperature 40℃and relative Humidity 15%～65%RH environment.

10、外观图Outside View Drawing
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